ZEUS/A - ZEUS/V woo 2009

MANICHINO A VAPORE
CON 0 SENZA CALDAIA

STEAM DUMMY
WITH OR WITHOUT BOILER

Caratteristiche Tecniche ZEUS/A 2009 ZEUS/V 2009
Technical Features CON CALDAIA SENZA CALDAIA
WITH BOILER WITHOUT BOILER
Potenza caldaia - Boiler power 9-12KW
Capacita caldaia - Boiler capacity 101.
Pressione di esercizio vapore - Operating steam pressure 5 BAR 5 BAR (richiesta-requested)
Potenza pompa - Pump power 0,7 HP
- Surriscaldatore - Superheater 2,0KwW 2,0KW
T Potenza soffiaggio - Blowing motor power 1,75 HP 1,75 HP
%0 Ingombro - Overall dimensions 58x144x160 H cm 48x144x160 H cm
o b Peso - Weight 135 kg 110 kg
Imballo - Packing 16m? 1,6m?
- Voltaggio standard - Standard Voltage 400 V4N - 50 Hz 400 V4N - 50 Hz

PB'E;}‘W Pa,g;#s,q
Voltaggio a richiesta - Upon request 230V-50Hz 230V-50Hz

FORMA PER FORMA NORMALE . - . . . .

CAPPOTTI STANDARD Realizzato per lo stiro di cappotti, giacche, giubbotti, felpe e camicie.

MAXI (FOR COATS) L'apertura delle spalle é regolabile
Especially designed for the finishing of coats, jackets, anoraks, sweatshirts and shirts.
The shoulder width is adjustable.

r— ACCESSORI APPLICABILI A RICHIESTA - ACCESSORIES AVAILABLE BY REQUEST
T Y Kit pistola vapore - Steam gun kit
- o Kit spazzola vapore - Steam brush kit
el e Scaricatore di condensa - Condensate discharger

Pistola nebulizzatrice acqua - Water spray gun

CONSOLLE COMANDI Rete per mantenimento forma maglia - Net to keep shape of knitwear

CONTROL PANEL Ferro da stiro - /ron
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